#12 AWG MIN. UP TO

SPLICE
\

LUMINAIRE

PROVIDE 24" OF SLACK

L Z JZ)

GROUNDING LUG WITH NUT
AND BOLT AS PER DETAIL E-16

i

#8 AWG STRANDED EQUIPMENT

A
GROUNDING CONDUCTOR ("

#8 AWG BARE BONDING CONDUCTOR
TO ALL ANCHOR BOLTS

(4)1° DIA. X 36" X 47 GALV.
ANCHOR BOLTS WITH (2) GALV.
HEX NUTS AND (2) GALV. FLAT
WASHERS PER BOLT

S SN S S N

CONDUCTOR IN BASE OF POLE

7
[re————— HANDHOLE

WATERPROOF 2 POLE FUSED

|~ SPLICE CONNECTOR RATED

30A, 600V, WITH TWO 10A FUSES

BELL END

E-46 AND E-47)

NOTES:
1. SEE DRAWINGS E-46 AND E-47 FOR POLE BONDING REQUIREMENTS.
CONDUCTOR, AND BOND GROUNDED CONDUCTOR TO GROUNDING CONDUCTOR.

AN

ANCHOR BOLT L La s
GROUND _CLAMP e .
(BOND PER DRAWINGS R s

240V BRANCH CIRCUIT TO JUNCTION
BOX WITHIN 10’ OF POLE OR TO
UNDERGROUND SERVICE

(PVC CONDUIT SHOWN)

11/2° C - 3 #8 AWG MIN.

2. 240V CIRCUIT SHOWN. 120V IS SIMILAR EXCEPT USE 1P FUSED CONNECTOR WITH ONE 10A FUSE, IN UNGROUNDED CIRCUIT

DRAWING
NO.

E-08

APPROVED BY
! STREETLIGHT — UNDERGROUND
Lz BRANCH CIRCUIT CONNECTION
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